
Shutt Limited Warranty

Shutt products are warranted for ninety days from date of 
purchase against manufacturing defects in materials or 
workmanship. During this warranty period, Shutt shall repair 
or replace, at its sole option, all parts that are found by Shutt 
to be defective and subject to this Limited Warranty .This 
Limited Warranty is made only to the original owner of this 
new Shutt product, and it shall remain in force only as long 
as the original owner retains ownership of the product. This 
Limited Warranty is not transferable. This Limited Warranty 
does not apply to normal wear and tear, nor to defects, 
malfunctions or failures that result from the abuse, neglect, 
shocks or crashes, improper maintenance, alteration, 
modification, accident, or misuse (including competitive or 
commercial racing), nor damage occurring during shipment. 
Shutt shall not be responsible for any direct, incidental, 
consequential or exemplary damages suffered by any party. 
Proof of purchase and date of purchase are required to 
validate warranty. This Limited Warranty gives you legal 
rights accordingly; you may also have other legal rights 
which vary from state to state and country to country.
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PX4 Pedal Pads

Instructions:

Thanks for buying Nitroxx products. They have a 
modern design that will surely enhance your vehicle.

Important recommendations:

1) Before installation, read the instructions very 
carefully;

2) Use the adequate tools for installation of this pedal 
pad set;

3) Avoid stepping on the pedals with wet shoes and 
with ones that have leather sole;

4) CAUTION: Check periodically if the screws of the 
pedals are tightened.

Content of this packing:

1) 1 (one) allen screw driver;

2) 6 (six) long screws / 4 (four) short screws;

3) 4 (four) nuts;

3) 3 (three) pedals (accelerator, brake, clutch).
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figure 1

Assembly project:

1) Drill a hole on the original pedals keeping the 
correct alignment (figure 1);

2) Fix the pedal pads by using the screws and nuts 
(figure 2);

3) Keep a distance between the pedals. Test the 
pedals before conducting the vehicle to check 
fixation (figure 3).

figure 2

figure 3


